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PRINTOX  
 
PRINTOX is a hydrogen peroxide bleaching agent and is made exclusively for pulp 
bleaching to bleach raw materials like waste paper, wheat straw, rice-straw, cotton linter, 
wood pulp etc.,  
 
Advantages: 
 

• Improved paper brightness and whiteness. 
• Best yield in alkaline conditions. 
• Improved paper print image. 
• Improved paper smoothness & gloss%. 
• Improved paper internal bonding characteristics. 
• Improved pulp yield%. 
• Best economics than chlorine bleaching. 
• Improved fiber strength. 
• Reduced anionic trash. 
• The best in Alkaline sizing conditions. 

 
Characteristics 
 

• Appearance ------ Crystal clear solution 
• pH ------- 0.8 to 2.0 
• Specific Gravity at 20C ------- 1.35 
• Shelf life ------ UN limited. 

 
Application 
 
Use Printox at Pulper as well as after de-inking out let cell before washing. Dosage levels 
vary depending upon the type & processing system condition for pulp to bleach the fiber. 
 
PACKING, HANDLING & STORAGE  
 
AVAILABLE THROUGH (Bulk Tankers with Min. Load) - 5 MT  
AVAILABLE IN IBC         (intermediate bulk container) -1 MT 
 
Contact DESCON technical team for any other details. 

 
 
 
 
 


